
Model KG-H

Model Capacity Load
Centre

Opening
range

Fork
dimensions

Frame
Width

Minimum
Carriage

Width

Rotator
height

Weight Centre
of

Gravity

Centre
of

Gravity

Effective
Thickness

Side
visibility

Ground
clearance

Mounting
Class

Q1/Q2 BP B LxAxE I FL D1 W HCG VCG LL U P ISO

kg mm mm mm mm mm mm kg mm mm mm mm mm 2328

KG 10
H6A
EU -
25-
130

1000 /
1600 500 250-

1300 1200x100x35 970 580 749 424 248 218 281 337 20 2 A

KG 10
H6A -

46-
191

1000 /
1600 500 460-

1910 1200x100x35 1160 580 749 441 205 226 281 337 20 2 A

KG 10
H6A

1000 /
1600 500 470 -

1700 1200x100x35 930 580 749 410 252 218 281 337 20 2 A

KG 10
H6A
EU

1000 /
1600 500 350 -

1580 1200x100x35 1050 580 749 390 229 224 281 337 20 2 A

Forks: max. length 2.400 mm. Add-on price per each 100 mm length increase

KG 14
H6A
EU -
25-
130

1400 /
2000 500 250-

1300 1200x100x40 970 580 749 420 248 218 281 337 20 2 A

KG 14
H6A -

46-
191

1400 /
2000 500 460-

1910 1200x100x40 1160 580 749 453 205 226 281 337 20 2 A

KG 14
H6A

1400 /
2000 500 470 -

1700 1200x100x40 930 580 749 410 252 218 281 337 20 2 A

KG 14
H6A
EU

1400 /
2000 500 350 -

1580 1200x100x40 1050 580 749 436 229 224 281 337 20 2 A

Forks: max. length 2.400 mm. Add-on price per each 100 mm length increase

KG 18
H6A
EU -
22-
128

1800 /
2500 500 220-

1280 1200x120x40 970 580 749 443 250 214 282 336 28 2 A

KG 18
H6A -

38-
171

1800 /
2500 500 390-

1850 1200x120x40 1200 580 749 515 226 212 282 336 28 2 A

KG 18
H6A

1800 /
2500 500 490 -

1820 1200x120x40 970 580 749 443 250 214 282 336 28 2 A

KG 18
H6A
EU

1800 /
2500 500 320 -

1610 1200x120x40 1100 580 749 449 246 213 282 336 28 2 A

Forks: max. length 2.400 mm. Add-on price per each 100 mm length increase

KG 22
H6A
EU -
22-
128

2200 /
2500 500 220-

1280 1200x120x40 970 580 749 443 220 214 282 336 28 2 A

KG 22
H6A -

38-
171

2200 /
2500 500 380-

1710 1200x120x40 1080 580 749 520 242 212 282 336 28 2 A
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KG 22
H6A

2200 /
2500 500 490 -

1820 1200x120x40 970 580 749 443 220 214 282 336 28 2 A

KG 22
H6A
EU

2200 /
2500 500 320 -

1610 1200x120x40 1100 580 749 449 246 213 282 336 28 2 A

Forks: max. length 2.400 mm. Add-on price per each 100 mm length increase

KG 28
H6B
EU -
22-
128

2800 /
3500 500 220-

1280 1200x120x45 970 870 860 527 203 314 307 383 22 3 A

KG 28
H6B
EU -
32-
188

2800 /
3500 500 320-

1880 1200x120x45 1370 870 860 610 246 314 307 383 22 3 A

KG 28
H6B

2800 /
3500 500 490 -

1820 1200x120x45 970 870 860 527 203 302 307 383 22 3 A

KG 28
H6B
EU

2800 /
3500 500 320 -

1610 1200x120x45 1100 870 860 539 228 305 307 383 22 3 A

Forks: max. length 2.400 mm. Add-on price per each 100 mm length increase

KG 35
H6B-
55 -
205

3500 /
4000 500 550 -

2050 1200x150x50 1250 870 930 860 264 275 335 450 21 3 A

KG 35
H6B

EU-26
- 149

3500 /
4000 500 260 -

1490 1200x150x50 1150 870 930 820 266 272 335 450 21 3 A

Forks: max. length 2.400 mm. Add-on price per each 100 mm length increase

KG 40
H6B-
55 -
205

4000 /
4000 500 550 -

2050 1200x150x60 1250 870 930 880 285 345 335 450 21 3 A

KG 40
H6B

EU-26
- 149

4000 /
4000 500 260 -

1490 1200x150x60 1150 870 930 840 285 345 335 450 21 3 A

Forks: max. length 2.400 mm. Add-on price per each 100 mm length increase

Notes:

Two hydraulic functions required.
Q1 = when clamping without rotation; or when rotating without clamping.
Q2 = capacity on the forks.
The capacities when clamping depend on the load type and configuration.
EU’ models for Europallet handling.
Forks welded to the arm carriers.
Pressure relief valve.
Rotating centre.
Double check valve.

Options:

Special openings.
Separate sideshift:ISO 2328 2 - ISO 2328 3
Quick change lower hooks.
Pressure gauge.
Load backrest.
Bolt-on forks.
Slip-on arms.
Table bolt-on forks
Motor protection
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